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CONSTRUCTION DETAILS

 (A) INSTALL ELECTRICAL HANDHOLE.
RESET EXISTING ELECTRICAL HANDHOLE SO THAT LONG
DIMENSION OF HANDHOLE SHALL BE PARALLEL TO SLOTTED
CONDUIT, TO FACILITATE INSTALLATION OF NON-INVASIVE LOOPS.

© INSTALL 3" SCHEDULE 80 PVC CONDUIT, SLOTTED PRIOR
TO FINAL OVERLAY,

‘ INSTALL NON-INVASIVE LOOP DETECTOR IN CONDUIT, IN
THROUGH TRAVEL LANES ONLY.

® INSTALL MICROLOOP PROBE, IN THROUGH TRAVEL LANES ONLY,
- WITH 500’ LEAD IN CABLE.

® REMOVE EXISTING 2-CONDUCTOR (ALUMINUM SHIELDED) CABLE
AND EXTEND NON-INVASIVE DETECTOR LEAD-IN CABLE
THROUGH EXISTING CONDUIT.

© EXISTING 6’ X 6’ VEHICLE DETECTOR TO BE DESTROYED DURING
MILLING OPERATIONS.

() INSTALL 24 INCH STOP LINE AS DIMENSIONED ON PLAN.
(1) INSTALL VIDEO DETECTION CAMERA.
() REMOVE EXISTING HANDHOLE.
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NEM#A NOTES:

'L PHASES ASSOCIATED BY & DASHED LINE WILL DPERATE CONCURRENTLY.
2. PHASES ASSDCINTED BY & SULID LINE WILL NOT OFERATE CONCURRENTLY.
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